Server chassis Series

KI-N1350

Introduction

The industrial level 1.3U rackmount chassis . The 1.3U size enables standard /O backplane for maximum
compatibility of any motherboard. and total storage capacity up to 1.5 terabytes provide the server or cluster
supreme flexibility and performance,total 5 drivebay support max storage application
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Features and Benefits

0 1.3U instrial leading design
© With stylish aluminum front door.
© Support standard 1/0 backplane for ATX M/B
Dimension (W*H*D) 19" x 2.28" x 20 "/ 482 x 57.9 x 500 (mm)
Heavy-duty & Rugged steel SGCC 1.2mm
Industrial Alunimum front panel and handles
Front panel Alunimum with keylock (custom change colors)
M/B Size ATX (12"x 9.6")

1*Power switch +1* Reset switch
Control & Indicator 1 x LED(power) +1 x LED(HDD)

Material Construction

2*2.0 USB
Cooling Fans 4x 5cm silent Fan
DriveBay 1 x 5.25"+1*3.5"(external)+3*3.5"(internal)
Power Supply 1U ATX P/S 250w~500w
Sliding rail 2U 20" (option)
Color Black / Red / Bule / Green / Silver

Operation Temperature ~ Up to 50C (122°F)
Operation Humidity (Non-condensing) Up to 90%

Packing Measurement CBF / CBM 1.8/0.05
Packing NW/G.W  6.5KGS/7.5KGS

www.casepro.cn

SN m==- ‘



